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Principle of Pattern Making for Trouser

Principle of Pattern Making for Trouser
Pattern: Patterns are paper templates for all the components of a garment, such as cloths, lining, interlining which have to be cut for a garment. These patterns are used to draw sketch on cloth or marker paper.
According to the standard measurement, pattern making of a trouser is given below for 102cm seat measurement:
To make the pattern the necessary measurements are given below:

Seat				: 102cm
Waist				: 82cm
Body Size			: 28cm
Inside Leg Measurement	: 81cm
Trouser Bottom Width	: 25cm
Waist Band Depth		: 4cm



 Underside Pattern: 
[bookmark: _GoBack]Before starting the underside pattern you to draw top side pattern in a new pattern paper. Then you have to start underside pattern
(5-16) 	: One fourth of (1-5). Then from 16 drawn a perpendicular line in right angle with (1-16) line at right side which indicates the points 17 and 18. 
19	: Midpoint of (16-18). 
(18-20)	: 2cm.
(20-21)	: 1cm. 
(9-22) 	: Half of (5-9) + 0.5cm. 
(22-23)	: 0.5cm. 
Then drawn back fork by adding 23, 19 and 21 according to figure.
(21-24)	: One fourth of Waist + 4.5cm. 
25	: Midpoint of (21-24). Then drawn a line with 12cm long and dart of width 2.5cm at right angles from 25 with (21-24) in downside. 
(17-26)	: One Fourth of Seat Measurement + 3cm. 
(0-1) 	: Body Rise + 1cm – Waist Band Depth. Then from 0 drawn a perpendicular line in right angle with (0-1) line at right side and extended on both sides. 
(12-27)	: 2cm.
(13-28)	: 2cm.
(14-29)	: 2cm.
(15-30)	: 2cm.
Then according to figure drawn side seam by adding the points of 24, 26, 29, 27 and inside leg by adding points 23, 30, 28.
Then indicated the point ‘D’ at 6cm far away from the point 25 by coping underside. Then ‘D’ is the middle point of face of back pocket and the face of pocket width is 14cm which is shown in figure: 1.
After that copied the top side of trouser figure: 2 and indicated point ‘A’ on the side seam.
(A-B)	: 5cm.
(B-C)	: 19cm.
Then displaced top side by cutting along with B-C and added 5cm allowances. After that added 5cm hem allowances with the top side and bottom side of trouser at down.
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Figure 2: Fly Piece, Pocket Facing, Pocket Bag, Waist Band

Fly Piece:

Drawn a fly piece with 24cm and 5cm board on the front fork of top side trouser and copied it. Then added the seam allowances as required with the fly piece.
Pocket Facing:
Length: Same Length of B-C + 2cm.
Width: 6cm
Pocket Bag:
In figure: 2, pocket bag is shown by A, C, D, E, F points for the side pocket of trouser which is 32cm long and 17cm broad.
Waist Band: 
(G-H)	: 4cm.
(G-I)	: Half of Waist, drawn a perpendicular line (I-J) and (J-H) on the lines (G-I) and (G-H) respectively.
(H-K)	: 0.5cm. Then added from (G-K).
(G-K)	: Centre Back Line.
(I-L)	: 4cm.
(I-M)	: 9cm.
(G-L)	: Right Waist Band, which is made with extended fly.
(G-M)	: Left Waist Band, which is made with front button stand.
At last added seam allowances around the waist band.

Calculation: 
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